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SE-S-0267-1M | 1000430 o/
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SE-S-0267-1.5M | 1500£30 6 %20
SE-S-0267-5M 5000+50
NOTES:
1. PIN ASSIGNMENT SEE TO WIRE LIST.
2. ELECTRICAL TEST CONDITION:
8 G0001 DB37P CONNECTOR OVERMOLD BLACK PVC. (a).100%OPEN,SHORT & MISWIRE TEST,
(b). INSULATOR RESISTANCE:20 Mohm MIN.
7 2 LABEL. DC 300V 0.01sec.
s | 1 BLACK HEAT SHRINK TUBE. (c). CONTACT RESISTANCE:30hm MAX.
5 | 2 A0015 DB37P MALE BLACK INSULATOR SOLDER TYPE.
UNIT mm Projection -@—6— Seconn International Enterprise Co., Ltd.
4 | 4 2 REW:#4-40UNC E31 BLACK.
C0052 | SCREW:#4-40UNC E31 BLAC DRAWN | 9enp sages | SCALE FREE TITLE
3 [ 1 N0043 Honda100P SHELL WITH SCREW. CHECK BY| 8ee fiowes REV A Honda100P M/2*DB37P M
2 |1 A0221 Honda100P MALE BROWN INSULATOR 1.D.C TYPE. APP BY M Hamg, DATE |2016/06/24 TOLERANCES
1| 2 E0574 28AWG*25P+AEB OD:8.0MM BLACK JACKET UL20276. DWG NO. | SE-S-0267 X= + X= + XX= + =




